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1 
ALL TERRAIN VEHICLE 


CROSS REFERENCE TO RELATED 
APPLICATION 


This application claims priority to U.S. Utility patent appli- 
cation Ser. No. 12/069,515 filed Feb. 11, 2008 which in turn 
claims priority from Provisional Patent Application Ser. No. 
60/930,361, filed May 16, 2007, both of which are expressly 
incorporated by reference herein. This application also incor- 
porates by reference, design patent application 29/306,184 
filed Apr. 3, 2008. 


FIELD OF THE INVENTION 


The present disclosure relates to all-terrain vehicles 
(ATVs) having an ergonomically improved rider footwell and 
leg well. Specifically, the present disclosure relates to ATVs 
having an ergonomically designed footwell leg recess to 
allow the rider's leg to be received therein. 


BACKGROUND AND SUMMARY 


Generally, ATVs include a frame having a seat about which 
the rider straddles. An the engine is mounted in the frame 
forward of the seat. Most ATVs also have foot treads or foot 
wells formed into the chassis of the vehicle, which define 
platforms flanking the frame and straddle seat, and spaced 
above ground level. The platforms allow a rider to place their 
feet on the platforms while riding. 

Generally, all terrain vehicles (‘ATVs’) are used in a rec- 
reational sense to carry a driver over a variety of terrain. Due 
to increasing extreme terrain which riders are often subjected 
to, riders often stand on the foot wells while riding. While this 
allows the rider to negotiate the terrain with more ease, the 
present ATVs do not provide for an ergonomically comfort- 
able ride while in the standing position. 

According to an illustrative embodiment of the present 
disclosure, an all terrain vehicle (ATV) comprises a frame; a 
plurality of wheels supporting the frame above the ground; a 
straddle type seat attached to the frame; a chassis attached to 
the frame and forms at least a portion of the body, where the 
chassis comprises a foot tread for a driver's feet, and a rear 
wall, the rear wall extending generally vertically and 
upwardly, the rear wall conforming to receive at least a por- 
tion of the driver's leg. 

In accordance with another embodiment of the invention, 
an all terrain vehicle (ATV) comprises a frame; a plurality of 
wheels supporting the frame above the ground; a straddletype 
seat attached to the frame; a foot tread positioned on opposite 
sides of the straddle type seat for a driver to place their feet, 
and a rear wall extending generally vertically and upwardly 
from each foot tread, each rear wall conforming to receive at 
least a portion of the backs of the driver's leg. 

The above mentioned and other features of this invention, 
and the manner of attaining them, will become more apparent 
and the invention itself will be better understood by reference 
to the following description of embodiments ofthe invention 
taken in conjunction with the accompanying drawings. 


BRIEF DESCRIPTION OF THE DRAWINGS 


FIG. 1 is a perspective view of an ATV in accordance with 
illustrative embodiments of the present invention; 

FIG. 2 is a left side view of the ATV shown in FIG. 1; 

FIG. 3 is a right side view of the ATV shown in FIG. 1; 

FIG. 4 is a top plan view of the ATV shown in FIG. 1; and 
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FIG. 5 is a top perspective view ofthe footwell, chassis and 
straddle seat, in partial fragmentation. 

Corresponding reference characters indicate correspond- 
ing parts throughout the several views. Although the drawings 
represent embodiments of the present invention, the drawings 
are not necessarily to scale and certain features may be exag- 
gerated in order to better illustrate and explain the present 
invention. 


DETAILED DESCRIPTION OF THE DRAWINGS 


The embodiments disclosed below are not intended to be 
exhaustive or to limit the invention to the precise forms dis- 
closed in the following detailed description. Rather, the 
embodiments are chosen and described so that others skilled 
in the art may utilize their teachings. For example, while the 
following description refers primarily to an all terrain vehicle, 
it should be understood that the invention may have applica- 
tion to other types of vehicles, such as snowmobiles, motor- 
cycles, watercraft, utility vehicles, scooters, golf carts, and 
mopeds. 

Referring initially to FIGS. 1 and 2, one illustrative 
embodiment of an all terrain vehicle (ATV) 10 is shown. ATV 
10 includes front end 12, rear end 14, straddle-type seat 16, 
and handlebar assembly 18. Front end 12 and rear end 14 are 
separated by footwells 20 on both lateral sides of ATV 10 and 
separated by seat 16. Front end 12 is supported by front 
wheels 22 and tires 24 and front suspension 26. Front end 12 
also includes front panel 28 which may include a tool storage 
compartment. Handlebar assembly 18 is operably coupled to 
front wheels 22 to allow a rider to steer ATV 10 when sup- 
ported by seat 16 and/or footwells 20. Rear end 14 is sup- 
ported by rear wheels 30, tires 32 and a rear suspension (not 
shown). Rear end 14 also includes rear panel 34 which may 
include a tool storage compartment. Front panel 28 and rear 
panel 34 may also include an accessory coupling system such 
as the one disclosed in U.S. Pat. No. 7,055,454, the disclosure 
of which is expressly incorporated by reference herein. 

In this illustrative embodiment, and as further detailed 
herein, front wheels 22 and rear wheels 30 have outer diam- 
eters equal to about 355 millimeters (about 14 inches). Tires 
24 and 32 may be constructed to any suitable size and pres- 
sure rating, however for the illustrative embodiment, front 
tires 24 are 26x8R-14 tires (1.e., having an inflated outer 
diameter of about 660 millimeters (about 26 inches) and an 
inflated width of about 203 millimeters (about 8 inches)), and 
rear tires 32 are 26x10R-14 tires (i.e., having an inflated 
diameter of about 660 millimeters (about 26 inches) and an 
inflated width of about 254 millimeters (about 10 inches)). 
Both front tires 24 and rear tires 32 are low pressure tires, 
illustratively operated at a maximum air pressure of about 7 
pounds per square inch (about 0.5 Kg/CM^?). For the illustra- 
tive embodiment, tires 24 and 32 provide a significant amount 
of suspension for ATV 10. Front tires 24 extend forward of 
forwardmost components of ATV 10, illustratively front 
panel 28, and may act as a front "bumper" for ATV 10. As 
such, front tires 24 are configured to prevent damage to ATV 
10 or a transporting vehicle, especially if ATV 10 is trans- 
ported in a pickup truck bed or similar vehicle. Referring now 
to FIG. 3, shift lever 40 16 shown on the right side of ATV 10 
andis coupled to a transmission of ATV, which is described in 
greater detail U.S. patent application Ser. No. 12/069,515 and 
incorporated herein by reference. 

With respect now to FIGS. 4 and 5, footwells 20 are com- 
prised of a floor 50 which extends between an inner wall 52 
and an outer marginal wall 54. The footwell 20 further 
includes a rear wall 56 which defines a recess or concavity 58 
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which is bounded by inner wall 52 and an outer protrusion 
defined as a semi-cylindrical wall 60. As shown best in FIG. 
4, arear wall 56 is positioned on each side of straddle seat 16 
and while extending generally vertically upwardly, rear walls 
56 extend slightly rearwardly. 

With reference now to FIGS. 3 and 4, distance 42 illustrates 
ground clearance of ATV 10. In this illustrative embodiment, 
distance 42 is equal to about 305 millimeters (about 12 
inches). FIGS. 4 and 5 illustrate a top view of ATV 10. 
Distance 70 is the overall width of ATV 10. In this illustrative 
embodiment, distance 70 is defined to be less than 1219 
millimeters (approximately 48 inches), and is illustratively 
equal to about 1206.5 millimeters (about 47.5 inches). Dis- 
tance 72 is equal to the width of footwells 20 on both lateral 
sides of ATV 10. In this illustrative embodiment, distance 72 
is about 330 millimeters (about 13 inches) measured as from 
proximate center portion sidewall 52 to outer margin 54 of 
each respective footwell 20. Referring to FIG. 4, the width of 
ATV 10 between inner edges 52 of footwells 20 is about 421.6 
millimeters (about 16.6 inches). 

As may be appreciated, the ratio of the lateral distance 
between inner walls 52 of footwells 20 and the lateral distance 
between the outer margins 54 of footwells 20 is equal to 
approximately 0.64, and is illustratively less in order to pro- 
vide a narrower straddle width 44 for the rider. The distance 
between inner edges 52 is the distance a rider positioned on 
seat 20 will straddle. It may be preferable for a rider to 
straddle seat 16 in the seated position with both feet resting in 
footwells 20. Footwells 20 include traction devices 74 to 
contact a rider’s footwear. 

As shown most clearly in FIG. 5, rear wall 56 is defined to 
ergonomically receive the rider’s leg. Rear wall in the illus- 
trated embodiment, has a lower dimension of approximately 
four (4) inches. This dimension is adequate to receive the 
riders shoe or boot up against the rear wall 56, and yet still be 
nested between the side wall 52 and protrusion 60. In this 
way, a rider may stand up on the footwells 20, with their boot 
in the recess 58, and their calves up against the rear wall 56. 
The ratio of the rear wall 56 (dimension 80) is approximately 
31% (413) of the total width of the footwell (dimension 72) 
and therefore there is a substantial area for the driver to plant 
their feet on the footwell and yet place there calves within the 
concavity providing a secure feeling while standing. 

As also shown best in FIG. 5, a further chassis portion 90 is 
provided, having a rear wall portion 92 which conforms to 
rear wall 56, and further includes a protrusion 94 which 
conforms to protrusion 60. Footwell 20 and chassis portion 90 
extend upwardly and merge into, and with, rear platform 34. 

While this invention has been described as having an exem- 
plary design, the present invention may be further modified 
within the spirit and scope ofthis disclosure. This application 
is therefore intended to cover any variations, uses, or adapta- 
tions ofthe invention using its general principles. Further, this 
application is intended to cover such departures from the 
present disclosure as come within known or customary prac- 
tice in the art to which this invention pertains. 


What is claimed is: 

1. An all terrain vehicle (ATV) comprising: 

a frame; 

a plurality of wheels supporting the frame above the 
ground; 

a straddle type seat attached to the frame; 

a chassis attached to the frame and forming at least a 
portion of the body, the chassis comprising: 
a foot tread for a driver to place their feet, 
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arear wall extending generally vertically and upwardly 
from the foot tread, the rear wall being projected 
generally forwardly; 

aninner side wall positioned adjacent an inner end ofthe 
rear wall and extending forwardly from the rear wall; 
and 

a protrusion which extends vertically and upwardly, an 
outer edge of the protrusion being substantially adja- 
cent an outside edge of the foot tread, the rear wall at 
the intersection of the foot tread being less than the 
width ofthe foot tread and a forward-most end ofthe 
protrusion extending forward of the rear wall and the 
inner wall to define a concavity conforming to receive 
at least a portion of the driver's leg. 

2. The ATV of claim 1, wherein the rear wall forms a 
portion of the wheel well around the rear wheel. 

3. The ATV of claim 1, wherein the rear wall extends 
rearwardly and upwardly. 

4. The ATV of claim 1, wherein the concavity is interme- 
diate the protrusion and the straddle type seat. 

5. The ATV of claim 4, wherein the concavity is laterally 
positioned adjacent to the straddle seat. 

6. The ATV of claim 5, wherein the inner side wall extends 
transverse to the rear wall and extends upwardly towards the 
straddle type seat. 

7. The ATV of claim 6, wherein the concavity is flanked by 
the inner side wall and a semi-cylindrically shaped wall. 

8. The ATV of claim 7, wherein the inner side wall and 
semi-cylindrically shaped wall extend upwardly to a rear 
platform. 

9. The ATV of claim 8, wherein the rear platform is a rack 
positioned rearwardly of the straddle type seat. 

10. The ATV of claim 4, wherein the foot tread extends into 
the concavity. 

11. The ATV of claim 1, wherein the rear wall is less than 
half the width of the foot tread. 

12. The ATV of claim 11, wherein the rear wall is approxi- 
mately 30% of the width of the foot tread. 

13. The ATV of claim 1, wherein the length of the protru- 
sion in a longitudinal direction, is at least approximately 
equal to the width of the rear wall. 

14. The ATV of claim 1, wherein each rear wall defines a 
nested recess having a depth defined in a longitudinal axis 
which is substantially equal to a width of the rear wall defined 
in a lateral axis and conforms to receive at least a portion of 
the backs of the driver's leg. 

15. An all terrain vehicle (ATV) comprising: 

a frame; 

a plurality of wheels supporting the frame above the 

ground; 

a straddle type seat attached to the frame; 

a foot tread on opposite sides of the straddle type seat for a 

driver to place their feet, and 

a rear wall extending generally vertically and upwardly 

from each foot tread, and 

a protrusion which extends vertically and upwardly, the 

protrusion being spaced forwardly of the rear wall, each 
rear wall defining a nested recess having a depth defined 
in a longitudinal axis between a front of the protrusion 
and the rear wall which is substantially equal to a width 
of the rear wall defined in a lateral axis and conforming 
to receive at least a portion of the backs of the driver's 
leg. 

16. The ATV of claim 15, wherein the rear wall forms a 
portion of the wheel well around the rear wheel. 

17. The ATV of claim 15, wherein the rear wall extends 
rearwardly and upwardly. 
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18. The ATV of claim 15, wherein the conforming rear 
walls are defined by a concavity. 

19. The ATV of claim 16, wherein the concavities are 
laterally positioned adjacent to the straddle seat. 

20. The ATV of claim 19, wherein the chassis is provided 5 
with inner side walls which extend transverse to the rear wall 
and extend upwardly to the straddle type seat. 

21. The ATV of claim 20, wherein the concavities are 
flanked by the inner side wall and the protrusion is defined by 
a semi-cylindrically shaped wall. 10 

22. The ATV of claim 21, wherein the inner side wall and 
semi-cylindrically shaped wall extend upwardly to a rear 
platform. 

23. The ATV of claim 22, wherein the rear platform is a 
rack positioned rearwardly of the straddle type seat. 15 
24. The ATV of claim 15, wherein the foot tread extends 

into the concavity. 

25. The ATV of claim 15, wherein the rear wall is less than 
half the width of the foot tread. 

26. The ATV of claim 25, wherein the rear wallis approxi- 20 
mately 3096 of the width of the foot tread. 


* * * * * 


